
12V

16.7A

66 ~ 200w

>90%

Information sheet
Triac Dimmable Driver, 200w, 12v, IP67

Leading and trailing edge compatible

1 - 100% dimming range

Ideal for retrofit, no extra wiring required

Good for LED Tape or decorative lighting/ 
shelf lighting/ambient lighting

High efficiency

Screw terminals for easy installation

Dimensions: approx mm

01282 697733 01282 697766               sales@regulux.co.uk www.regulux.co.uk

RoHS SELV

IP 67

Product Code
DRIVERTD200-12

DRIVERTD200-24

200w -12v

200w -24v

Specifications
Triac Dimmable Driver

IP20

Minium 34% Load

Over load, short cicuit & over voltage auto-recovery

-20 ~ +50C Operating Temperature

Lifetime 50k hrs at TC max (85C)

Safety Standard; Design refers to EN60598, EN61547,

ENV55024, EN61000-4-2, 3, 4, 6, 8, 11, EN61000-3-2, EN61000-3-3

EMI Standard; Meets emissions to EN55022, EN55015 Class B

Output

Input
220 ~ 240VAC

50/60Hz

1.3A

<45A

0.95

Voltage Range

Frequency Range

Input Current

Inrush Current

Power Factor

DC Voltage

Current Range

Rated Power

Efficiency (TYP)

72 40

249

72

IP 67


